
DataSheet :                                               
ZRDS ZERO CLIENT

•High performance Remote FX/RDS

•Supports Three USB 2.0 ports

•Display : DVI-I

•Low consumption & Fanless design

The Z-RDS from Chip PC is the perfect Zero Client 
desktop for a full RDS© desktop virtualization 
experience, including high performance Remote FX 
capabilities. 
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FRONT SIDE VIEW
1 Audio Out /Mic In

2 USB 2.0 ports * 3

REAR SIDE VIEW
3  Ethernet -RJ45 LAN port

4 DVI-I port

5  DC Jack

6 Power LED

 Processor ARM® ARM1176™ 1GHz client processor

OS Zero OS

Protocol Microsoft Windows 10/8/7/Vista/XP with Remote Desktop Protocol (RDP) 8.1, 8.0, and 7.1 protocol 
Windows Server 2012 and 2008 - Windows Multipoint Sever 2012

 Storage 1x256 Mbit of serial flash for high-speed system booting

 Memory 1x4096 Mbit 16-bit DDR3 DRAM devices (512MB DDR3-1866)

 Input / Output ports

Front Panel
3 x USB 2.0 port 
1 x microphone(3.5mm) ; 1 x headphone(3.5mm)

Rear Panel 

1 x Power button, power LED 
1 x DVI or VGA compatible monitor 
1 x RJ 45  
1 x DC_IN（5V)

 Resolution DVI Single: 1920x1080 resolution at 60Hz

 Audio Stereo Audio Output - 3,5 mm (1/8 inch) Audio-Out Jack; 16-bit Stereo, 
Microphone Input - 3,5  mm (1/8 inch), 

 Network 10/100/1000 Base-T Ethernet

 Environment
Temperature range: Operating - 0ºC to 40ºC (32ºF to 104ºF)                               
Storage -  0ºC to 60ºC (32ºF to 140ºF) 
Humidity: Operating - 20 to 80% non condensing  
Storage – 10 to 90% non condensing  Altitude: 0 to 20,000 ft

 Dimensions 110 x 110 x 26 (mm)

 Power Device input: 100～240VAC@50/60HZ 
Device Output: 5VDC/3A external power adapter

 Warranty Three-year hardware warranty 
Optional extended Warranty for years 4 & 5.
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Model Part UPC
ZRDS-ZRAR13 CPN06829 818391004992


